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METER TROUGH WITH MAIN DISCONNECT FACTORY INSTALLED
t3EE COMSTRUCTION nNOTE 4)

CUSTOMER FURNISHES, INSTALLS AND MAINTAING

f. 1007 ELECTRIC SERVICE GROURD MODUNTED CABINET

2. METER TROUGH: A DEVICE THE METER PLUGS INTO #ITH A
REMOVABLE UPPER PROTECTIVE COVER,

3. DISCONNECTING MEANS: THE FACTORY INSTALLED MAIM
CISCONNECT WITH PAD LOCK INSTALLED.

4, DRIVEN CROUND: A SAFETY COMNECTION TG PROVIDE AN
ELECTRICAL PATH TO EARTH {8 x %" LOPPER CLAD.
SEE CHART BELOW.

5. ELECTRICAL SERVICE WIRE (CONTRACTOR INSTALLED)
PER NEC REQUIREMEMTS.

WOTE: ALL HMARDWARE MUST BE %" GALVAMIZED OR STAINLESS
STEEL NO ZINMC ALLOWEDN.

DPU~-E FURNISHES, INSTALLS, AND MAINTAINS

6. METER: A DEVICE THAT MEASURES THE AMOUNT OF
ELECTRICITY USED 8Y A CUSTOMER,

COPPER EXTERNAL CGROUNDING WIRE SIZES

A,

RULES FOR CONNECTING 10 DPU-E EQUIPMENT

SERVICE MUST BE TRENCHED IM AT A DEPTH OF 247
AND A TRENCH INSPECTIOM MUST BE DONE BEFORE
MACKFILL 15 COMPLETED {CALL €30-420-8082) 10
SCHEQULE AN INSPECTION WITH TEDM.

8. AM B £OIL OF WIRE MUY BE LEFT A% CLOSE TO THE
SIDE OF THE TRANSFORMER DR PEDESTAL AS POSSIMLE
FOR OPU-E TO CONNECT.

€. N0 GROUND WIRES ARE ALLOWED IN DPU-E ZOUIPMENT.

0. METER TROUGH TO BL LOCATED 5'-15° FROM DPU-C
POINT OF ATTACUHMENT.

£. METER TROLGH ASSEMBLY SHALL BE AT {EAST 5
FROM EXCAVATION,

F. MAY BE USED FOR TEMPORARY ELECTRIC SERVICE.
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NOTES:
1. HEIGHT TC CENTER OF METER MUST BE BETWEEN 40"-80".

2. METER S0CKET MUST BE LABELED WITH ADDRESS (INCLUDIRG SUITE #)
WITH 1" PERMANENT LABELS (NO MARKER).

3. 17 CONTINUOQUS CONDUIT (NO CONDULETS) FROM TRANSFORMER
CABINET TG METER SOCKET.

NAPERVILLE FUBLIC
UTILITIES DEPARTMENT

ELECTRIC STANDARDS

METER SOCKET FOR INSTRUMENT

TRANSFORMER INSTALLATIONS
i, 3 WIRE, 86 TERMINAL OVER 200A

DATE: 08-24-04

CONSTRUCTION NOTES

S0-100AMP 58
F3QAMP #6 1. THE ELECTRIC METER TROUCH AND FLECTRIC METER SOCKET SHALL BE SUPPLIFD AND INSTALLED BY THE COMTRACTOR.
2O0AMP 4 9 THE ELECTRIC METER TROUGH AND ELECTRIC METER SOCKET SHMALL BE IN ACCORDAMNCE WITH NAPERVILLE ELECTRIC'S
REQUIREMENTS.,  THE CONTRACTOR SHALL BE RESPONSIGLE FOR COORDINATION WiTH NAPERVILLE SLECTRIC FOR THESE
COPPER SERVICE ENTRANCE WING SIZis ITEMS PRIGR TG ORDERING OR INSTALLING METERING EQUIPMENT.
BOAMP " . 2. RAPERVILLE ELECTRIC WILL SUPPLY THE ELECTRIC METER TO Bf MSTALLED BY THE CONTRACTOR.
SOOAMP w3 - PEDESTAL
1BOAMP 170 TRANSFORMER 3. CONTRACTOR SHALL SUBMIT SHOP DRAWINGS FOR THE SUPPORTS AND ATTACHMENT PLANS FOR APPROVAL BY THE ENGINGER.
200AMP 3/0 THE ELECTRIC METER HMOUSING SHALL BE [NSTALLED FLUSH WITH THE TOP OF THE ELECTRIC SERVICE GROUND MOUNT CARINET,
ﬂ. ALL WORK SHOWN IN THIS DETAIL SHALL Bf INCLUDED IN THE CONTRACT UNIT PRICE FOR SERVICE INSTALLATION - GROUND MOUNTED. A
) _REVISED - ADDENOUM A 02/22/201% 0
) STATE OF ILLINDIS &- NAPERVILLE ELECTRIC METERED SERVICE DETALS “az2
DEPARTMENT OF TRANSPORTATION o N N N DN A I P D N I I A CON
SOALE: HONE T IS FEL, AT PROZCT




